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AMENDMENTS TO THE CLAIMS : 

This listing of claims will replace all prior versions, 
and listings of claims in the application: 

LIST ING OF CLAIMS : 

1. (currently amended) Vertebral osteosynthesis 
equipment, - lnelud ±i^- -CQmpri 5 ing : 

- one or more_bony anchoring member s 7 — s~u-e h a - a - chosen 

from pedicular screws -f3rf or hooks 7 — w-h crcof , wherei n at least one 
said bony anch or ing member c omp rises a— one or mo re p r o x i ma 1 

threaded stud j- 6) -if* tendon f or — - recei - v - i - n ^stud s adapted to re ceive 

a nut -f4-h-and a base portion -f~7-) — in^en^eV^er gnch ^^n^ -adapted 
to ancho r to a vertebra; 

- one or two linking rods- (2), intGndcd -fee^e- eeftfieefeed 

adapte d to connec t to ^ hooc said b ony anchoring members and to be 
, atta ^ e 4 attac h to the vertebrae by 4Erh^se— said bony anchoring 
members , 

"~ one or more parts (3) for connecting t - hi - s (-these } ~s aid 

one o r two linking rod (o) (-2 ) t o — thcoc rods to sa id bony 

anchoring members, and 

- one or more extension pieces -f^H — inten rdeda dapted for 
engaging on t ^e^aid proximal &tod-fe4- — ^ thre ad ed s tuds of the 
bony anchoring mcmb c r --f&-f mem b e r s for running down connecting parts 
+3-} — on th - i - s or th ere on said proximal thread e d studs -s-t-ucH-a-) — 
aft^i l fhe y- so that said extension pieces rest on the a proximal 
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zo n e- is - ) ( 1-7-} of the base portion (o) — ffl- zone of a base portion of 

t ^ le bony anchoring members; 



proximal threaded stud -f6-) — of at least one anchoring member and 
the corresponding extension piece (5) intend ed— to be used with 
this said bony anchoring member include a positioning means — { - l-2 y 
%2r) — eB^b4:-i^g— member adapted to position the extension piece -{-%-}- 

on th e concentr ical ly on a free end of the proximal threaded stud 

(6) , — concent r-ieall-y t h - e -sr-e-fere^ — these , said positioning mea-M — (12, 

member being such that the extension piece -f§-) — comprises an 
end distal portion (30 ) — wher eo f the having an external diameter 
adapted to -is— s-i^-e d in Q r^e-r- fee- let through the nut -H-f thereon. 



osteosynthesis equipment a eeo r d. ± - FKg - — fe eo f claim 1, eh. - a-ra-e-^ e- r i zed ina 
tha t wherein said positioning m e a n s eomp r i a c memb e r c o mp r i s e s a rod 
-(■■12 ) ■ integral with the proximal threaded stud +6+ or of the 
extension piece and a bore (32) provided, respectively, in 

the extension piece -fS-h or the proximal threaded stud — £-6-)-, 

wh ea? e as t - h i -e wh erein said rod ( 12 ) — m-a-y — be eft §-a^e4 is ada p ted to 

engage i n thi s---sa id b o re — f^£Hh , 



c: qui emertt etor~€BS t e ri ■ zed i r t-ha-b the wherein the 



2 . 



(currently amended) 



Vertebral The vertebral 



3, 



( currently amended) 



Vef-fe ' e teal — The vertebral 



osteosynthesis equipment aeee-fding to of claim 1, 




■ t - hat wherein said positioning 




- c n a b 3 r±-R ffiriemb e r 
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enables axial connection of the proximal threaded stud ~f£™} — with 

the extension piece — 

4. (currently amended) V e r teb g -ajr— The vertebral 

osteosynthesis equipment a eee-r ding—to o f claim 3, cha r a-e-te -if-i-ged in 

t hat wherein the proximal threaded stud - f 6) comprises a threaded 
proximal rod — (-l-2-f> and said end distal portion -f3-9-f of the 
extension piece ( 5 ) comprises a tapered hole -(-3-g-)- for screwing 
the extension piece Hr5+ on th±s- - said threaded proximal rod ~Br2-f . 

5. (currently amended) Verfee to4: — The vertebr al 
osteosynthesis equipment a-ee^^d-i-^~-~teo f claim 1, eh a r a c fe ^^~z-ed--i-R 
that wherein the extension piece *■£■§-} — ±rs-r has a flexible st r ucture 
outside said end distal portion ( 30 ) , — e-£ — f lex4b .l^- ^ t ructuro , 

6 , (currently amended) Vcrtok Hr-a-l — The vert ebral 
osteosynthesis equipment a-ee errding ■ to of claim 5, efea^a ctcri 
that wherein said flexible structure is in the form of a metal 
wire wound into a spiral. 

7, (currently amended) V^e^trebr a ih The vertrebra l 

osteosynthesis equipment a eeo r ding t - ^ of claim 6, eha - i^ are- tcriacd in 

t^h-a t. the — sjs-i- re - s o f — whe rein said metal wire has spires th at are 

contiguous . 
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8. (currently amended) Ve^- feebTal — The ve rtebra l 
osteosynthesis equipment ac c or d ing to of claim 1, eka ^eteri&ed in 
tM^ where in said end distal portion ( 30 ) is threaded -s o that — i-t 
enables-— to screw the nut ( 4 ) thereon. 

9. (currently amended) Vertebral — T he vertebral 
osteosynthesis equipment ae cordin f-teof claim 2 f eto^ etcrizc ^-4ft 
■ that wherein said positioning — eomp rise mo a n -s^-e^a-Blr^rn^me mbe r 
enables axial connection of the proximal threaded stud with 
the extension piece — 

10. (currently amended) V ertebra l — The vertebral 

osteosynthesis equipment according to of claim 2, eter-a ct e r i ^ed^in. 
that whe rein the extension piece — ±-s^has a flexible struct ure 
outside said end distal portion— £3 0 ) , of flexible s-t: ru-eb-^-^r , 

11. (currently amended) — The verteb ral 

osteosynthesis equipment according t -eof claim 3, etenea ote-r ^cd i r*r 

that wherein the extension piece -f^ — ars-r-has a flexibl e structure 
outside said end distal portion (30), of f 1 e ^blre— ^tetee . 

12. (currently amended) Ver tebral - — Th e ve r tebra l 
osteosynthesis equipment according to of claim 4, eha«ctcrizcd 
±rfr — -totwherein the extension piece -^5-) ^r has a flexible 
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structure outside said end distal portion-4^h — e#-^te*ifeie 



e t ructur -e . 



13. (new) Vertebral osteosynthesis equipment, 

comprising : 

- one or more bony anchoring members chosen from 
pedicular screws or hooks, wherein at least one said bony 
anchoring member comprises one or more proximal threaded studs 
adapted to receive a nut and a base portion adapted to anchor to 
a vertebra ; 

- one or two linking rods adapted to connect to said 
bony anchoring members and to attach to the vertebrae by said 
bony anchoring members, 

- one or parts for connecting said one or two linking 
rods to said bony anchoring members, and 

- one or more extension pieces adapted for engaging 
said proximal threaded studs of the bony anchoring members for 
running down connecting parts on said proximal threaded studs so 
that said extension pieces rest on a proximal zone of a base 
portion of the bony anchoring members ; 

wherein the proximal threaded stud of at least one bony 
anchoring member and the corresponding extension piece used with 
said bony anchoring member have a positioning member adapted to 
position said extension piece concentrically on a free end of the 
said proximal threaded stud, said positioning member being such 
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that said extension piece comprises an end distal portion having 

an external diameter that is smaller than a diameter of the 

corresponding proximal threaded stud to thereby allow 

introduction of the nut along said extension piece. 

14, (new) Vertebral osteosynthesis equipment, 

comprising : 

- one or more bony anchoring members chosen from 
pedicular screws or hooks, wherein at least one said bony 
anchoring member comprises one or more proximal threaded studs 
adapted to receive a nut and a base portion adapted to anchor to 
a vertebra; 

- one or two linking rods adapted to connect to said 
bony anchoring members and to attach to the vertebrae by said 
bony anchoring members, 

- one or more parts for connecting said one or two 
linking rods to said bony anchoring members, and 

- one or more extension pieces adapted for engaging 
said proximal threaded studs of the bony anchoring members for 
running down connecting parts on said proximal threaded studs so 
that said extension pieces rest on a proximal zone of a. base 
portion of the bony anchoring members, said extension pieces are 
adapted to be removed after implantation of the vertebral 
osteosynthesis equipment into the vertebrae; 
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wherein the proximal threaded stud of at least one bony 

anchoring member and the corresponding extension piece used with 

said bony anchoring member have a positioning member adapted to 

position said extension piece concentrically on a free end of the 

said proximal threaded stud, said positioning member being such 

that said extension piece comprises an end distal portion having 

an external diameter that is smaller than a diameter of the 

corresponding proximal threaded stud to thereby allow 

introduction of the nut along said extension piece. 
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